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Inspection Report for
WO#15KD58004
Product Information

Photos of Product Pattern No:

TW-771-9

Inspection Location:
******* City,

********* Province,
China

Inspection Date: Apr.23, 2015

P/I No.:

15KD58004

Articl No.:

VLCS12018EICNOX

Supplier:

************ Plastics
Industry Co., Ltd.

Order Quantity:
60 boxes
480 pcs

Reference Sample
Available:

Yes

Inspection Type: Pre-shipment

Inspection Consequence
Appearance Check: Passed
Dimension Check 1: Passed
Dimension Check 2: Passed

Physical and Chemical Properties Test: Passed

Final Decision: Released
Remarks:

Production Status
Percentage of finished & packed products: 100%
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Percentage of finished & unpacked products: 0%
Percentage of unfinished & unpacked products: 0%

Printed Production Date Status
Date 1: 2015/04/25 More than 80% cartons
Date 2：others 20%

Total Finished qty.: 100%

Photos of Packaging and product

Goods (Total 10 Pallets) Pallet

Length of pallet (4x7=28boxes/Pallet) Width of pallet

The other side of pallet Pallet mark
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The pallet The pallet NO.

Front of box Long side of box

The other long side of box End side of Box

The other end side of Box Cardboard
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Back of box Detail of box ( pcs/box)

One instruction paper inside master carton Front of instruction paper

Back of instruction paper Product
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The weight of 1 CTN The weight of 1 P

PVC Color : TW-771-9 Flooring color: Medium

Appearance Check
Sampling Standard: GB/T 2828.1 Double sampling plan for normal inspection

Sampling Level: GII AQL: 4.0
1st Sample Size: 125 pcs Ac: 7 Re: 11
Total Sample Size 250 pcs Ac: 18 Re: 19

No. Defect Description 1st Dft. Qty. Total Dft. Qty.
1 Bulge 1

Total Defects Found: 1
MAX. Acceptable: 7 18

Result: Passed
Photo of Appearance Defect

Bugle
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Dimension Check 1
1st Sample Size: 5 pcs Ac: 0 Re: 2
2nd Sample Size: 5 pcs Ac: 0 Re: 1

No. Specification (mm)
Measures (mm)

Result
#1 #2 #3 #4 #5

1
Average Length:

1220±1.0
1220 1220 1220 1220 1220

Passed

2
Average Width:

178±0.2
178.10 178.15 178.05 177.94 177.99

Passed

3
Average
Thickness:
6±0.3

6.2 6.0 5.98 5.9 6.05
Passed

Photo of Length Check

Photo of Width Check
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Photo of Thickness Check

Dimension Check 2
1st Sample Size: 10 pcs Ac: 0 Re: 2

2nd Sample Size: 10 pcs Ac: 0 Re: 1

No. Specification (mm) 1st Dft. Qty.
2nd Dft.
Qty.

Result

1 Max Assembly Gap: ≤0.20 0 Passed
2 Max Assembly Altitude Difference: ≤

0.15
0 Passed
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Photo of Assembly Gap and Altitude Difference Test

Physical Test 1
1st Sample Size: 5 pcs Ac: 0 Re: 2
2nd Sample Size: 5 pcs Ac: 0 Re: 1

No. Specification (mm)
Measures (mm)

Result
#1 #2 #3 #4 #5

1
Average Gloss:

Under10°
5.1 6.1 5.5 6.0 6.5

Passed

Photo of Gloss Test

Physical Test 2
1st Sample Size: 2 pcs Ac: 0 Re: 2
2nd Sample Size: 4 pcs Ac: 0 Re: 1

No. Specification:
1st Dft.
Qty.

2nd Dft.
Qty.

Result

A
Antifriction layer thickness: 5 pieces of 50mmX2mm
strips were under the microscope to read the
minimum wear layer thickness

0 Passed

B
Residual indentation: the sample thickness, and
then put in the depression test machine with the
load of 150min, 500N and then test the

0 Passed
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thickness of the pressure

C

Heating length change rate：Take 3
230mmX230mm into the 80 + 2℃ degrees
Celsius temperature blast oven 6h, after taking
out the room temperature 24 hours after the
contrast test before and after the difference

0 Passed

D
Film wear resistant: ≤0.15g/100r and film is not
worn out

0 Passed

E
Color fastness test: according to the GB730 test,
according to the GB 250 assessment

0 Passed

F

Interlayer peel strength test: take 6
200mmX50mm upright into ethyl acetate 40min
depth is not more than 40mm, by hand stripping
immersed in the solvent of the intermediate layer
and wear-resisting layer, placed at room
temperature for 90 min after the specimen was
loaded in the tensile testing machine fixture in
the drawing speed of 100 + 10mm / min of
wear-resisting layer and middle layer binding
properties were tested, six specimens of
average value

0 Passed

G
Reduced impact test：GBJ 75，The fifth chapter

0 Passed

Instruction of Sample Making for Physical Test

Photo Of Water Proof Test
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Photo Of Residual Indentation Test

Photo Of Heating Length Change Rate Test

Photo Of Film Wear Resistant Test
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Photo Of Scald Prevention Test

Photo Of Method A Flexibility Test
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click report for long side

click report for short side
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Inspection Data

～THE END OF REPORT～
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